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TEKNET T TEK-BERRY

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesBlack / Dark Grey White / Light Grey

L W H L W
RAL 9004 / RAL 7012 RAL 9002 / RAL 9018
TNT22.29 TNT22.30 208,0 117,0 30,3 ABS + TPU 196 102 / 80 4 - -

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesItem colour

L W H L W
Part No. -

TEK-BERRY.40 WHITE 100,6 73,5 26,5 ABS 85 56 - - -
TEK-BERRY.9 BLACK 100,6 73,5 26,5 ABS 85 56 - - -
TEK-BERRY.0 TRANSPARENT 100,6 73,5 26,5 ABS 85 56 - - -

DESIGN
New models from TEKNET series featuring a “T-shape”. ABS hand-held enclosures with elastomer grips (TPU) on the sides. Matt surface
finishing. The recessed area on the cover is suitable to accept a keypad membrane. Internal pillars on top and bottom to fix PCB. Closing by four screws.

Inspired by Automotive, using the most developped technology and the utlimate tech-materials, TEKO introduces CARBONTEK, the first 
composite standard enclosures. Unique styled hand-held case that combines advanced technical solutions and innovative engineering 
concepts. The use of Carbon Fiber guarantees lightness and mechanical strenght coupled with an excellent RF shielding. This case 
is equipped with eight Ergal screws (Al 7075) to maintain the primacy of lightness. Equipped with sealing kit to reach a high IP rate.

DESIGN
The first professional case specific for housing the Raspberry Pi™. The distinctive design made in Italy reveals a detailed 
analysis of the characteristics that the case must have to match the potential of this innovative device.  The result is a perfect 
assembly of the board and of all the connections. Easy snap-on closing of top and bottom. Brigth LED light-guide on the cover 
shows any time the status of the device operation. The outer edge protects the connections with all the linked peripherals. 
Four feet, together with aeration slots in the central area, allow proper air circulation and the optimal internal ventilation.

T E K O  W O R L D  P R E M I E R E

CARBONTEK
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TEKWALL TEKAM 5 • TEKAM 5L TEKAM 3L

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesWhite -

L W H L W
RAL 9002 -

TW31.7 252,5 210 40,0 ABS 246,0 163,6 4 4 X AA -

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesBlack -

L W H L W
RAL 9004 -

TE
K

A
M

5 • TE
K

A
M

5L

TEKAM-52.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-52/E.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-54.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -
TEKAM-54/E.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -
TEKAM-52L.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-52L/E.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-54L.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -
TEKAM-54L/E.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesBlack -

L W H L W
RAL 9004 -

TE
K

A
M

3L

TEKAM-31L.9 111,5 109 49,5 Al 100 100,5 8 - ALP3,VS1,TKAMSK3

TEKAM-31L/E.9 111,5 109 49,5 Al 100 100,5 8 - TKAMSK3
TEKAM-32L.9 146,5 109 49,5 Al 135 100,5 8 - ALP3,VS2,TKAMSK3

TEKAM-32L/E.9 146,5 109 49,5 Al 135 100,5 8 - TKAMSK3
TEKAM-33L.9 176,5 109 49,5 Al 165 100,5 8 - ALP3,VS3,TKAMSK3

TEKAM-33L/E.9 176,5 109 49,5 Al 165 100,5 8 - TKAMSK3

DESIGN
Multifunction flat enclosure, modern designed, ideal for desktop, hand-held and wall mounting applications. Wide recessed area on the top part suitable 
for touch-screen displays up to 10” (204,5x158,5mm). This model is equipped with IP65 sealing kits for screws and case.  Internal battery compartments 
on both sides to accept 2+2 1,5V mignon cells (AA). Internal bosses on top and bottom  for an easy fixing of the PCB. Closing by four M3 screws.
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E
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DESIGN
Extruded aluminium enclosures with high quality black powder coating. Internal slots for easy setup of boards. All models are  equipped 
with IP65 sealing kits. The versions with “E” have  front panels equipped with built-in flanges for wall mounting. The “TEKAM 5L” 
series consists in two half extruded profile, snap-on closing allowing to fix panel mounting components. Closing by eight screws.

DESIGN
Extruded aluminium enclosures with high quality black powder coating. Internal slots for easy setup of boards. All models are  equipped 
with IP65 sealing kits.  The versions with “E” have  front panels equipped with built-in flanges for wall mounting.   The “TEKAM 3L” 
series consists in two half extruded profile, snap-on closing allowing to fix panel mounting components. Closing by eight screws.
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TEKWALL TEKAM 5 • TEKAM 5L TEKAM 3L

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesWhite -

L W H L W
RAL 9002 -

TW31.7 252,5 210 40,0 ABS 246,0 163,6 4 4 X AA -

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesBlack -

L W H L W
RAL 9004 -

TE
K

A
M

5 • TE
K

A
M

5L

TEKAM-52.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-52/E.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-54.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -
TEKAM-54/E.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -
TEKAM-52L.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-52L/E.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-54L.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -
TEKAM-54L/E.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesBlack -

L W H L W
RAL 9004 -
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TEKAM-31L.9 111,5 109 49,5 Al 100 100,5 8 - ALP3,VS1,TKAMSK3

TEKAM-31L/E.9 111,5 109 49,5 Al 100 100,5 8 - TKAMSK3
TEKAM-32L.9 146,5 109 49,5 Al 135 100,5 8 - ALP3,VS2,TKAMSK3

TEKAM-32L/E.9 146,5 109 49,5 Al 135 100,5 8 - TKAMSK3
TEKAM-33L.9 176,5 109 49,5 Al 165 100,5 8 - ALP3,VS3,TKAMSK3

TEKAM-33L/E.9 176,5 109 49,5 Al 165 100,5 8 - TKAMSK3

DESIGN
Multifunction flat enclosure, modern designed, ideal for desktop, hand-held and wall mounting applications. Wide recessed area on the top part suitable 
for touch-screen displays up to 10” (204,5x158,5mm). This model is equipped with IP65 sealing kits for screws and case.  Internal battery compartments 
on both sides to accept 2+2 1,5V mignon cells (AA). Internal bosses on top and bottom  for an easy fixing of the PCB. Closing by four M3 screws.
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DESIGN
Extruded aluminium enclosures with high quality black powder coating. Internal slots for easy setup of boards. All models are  equipped 
with IP65 sealing kits. The versions with “E” have  front panels equipped with built-in flanges for wall mounting. The “TEKAM 5L” 
series consists in two half extruded profile, snap-on closing allowing to fix panel mounting components. Closing by eight screws.

DESIGN
Extruded aluminium enclosures with high quality black powder coating. Internal slots for easy setup of boards. All models are  equipped 
with IP65 sealing kits.  The versions with “E” have  front panels equipped with built-in flanges for wall mounting.   The “TEKAM 3L” 
series consists in two half extruded profile, snap-on closing allowing to fix panel mounting components. Closing by eight screws.
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TEKWALL TEKAM 5 • TEKAM 5L TEKAM 3L

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesWhite -

L W H L W
RAL 9002 -

TW31.7 252,5 210 40,0 ABS 246,0 163,6 4 4 X AA -

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesBlack -

L W H L W
RAL 9004 -

TE
K

A
M

5 • TE
K

A
M

5L

TEKAM-52.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-52/E.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-54.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -
TEKAM-54/E.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -
TEKAM-52L.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-52L/E.9 200,0 167,0 82,0 Al 200,0 160,0 8 - -
TEKAM-54L.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -
TEKAM-54L/E.9 300,0 167,0 82,0 Al 300,0 160,0 8 - -

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesBlack -

L W H L W
RAL 9004 -
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TEKAM-31L.9 111,5 109 49,5 Al 100 100,5 8 - ALP3,VS1,TKAMSK3

TEKAM-31L/E.9 111,5 109 49,5 Al 100 100,5 8 - TKAMSK3
TEKAM-32L.9 146,5 109 49,5 Al 135 100,5 8 - ALP3,VS2,TKAMSK3

TEKAM-32L/E.9 146,5 109 49,5 Al 135 100,5 8 - TKAMSK3
TEKAM-33L.9 176,5 109 49,5 Al 165 100,5 8 - ALP3,VS3,TKAMSK3

TEKAM-33L/E.9 176,5 109 49,5 Al 165 100,5 8 - TKAMSK3

DESIGN
Multifunction flat enclosure, modern designed, ideal for desktop, hand-held and wall mounting applications. Wide recessed area on the top part suitable 
for touch-screen displays up to 10” (204,5x158,5mm). This model is equipped with IP65 sealing kits for screws and case.  Internal battery compartments 
on both sides to accept 2+2 1,5V mignon cells (AA). Internal bosses on top and bottom  for an easy fixing of the PCB. Closing by four M3 screws.
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DESIGN
Extruded aluminium enclosures with high quality black powder coating. Internal slots for easy setup of boards. All models are  equipped 
with IP65 sealing kits. The versions with “E” have  front panels equipped with built-in flanges for wall mounting. The “TEKAM 5L” 
series consists in two half extruded profile, snap-on closing allowing to fix panel mounting components. Closing by eight screws.

DESIGN
Extruded aluminium enclosures with high quality black powder coating. Internal slots for easy setup of boards. All models are  equipped 
with IP65 sealing kits.  The versions with “E” have  front panels equipped with built-in flanges for wall mounting.   The “TEKAM 3L” 
series consists in two half extruded profile, snap-on closing allowing to fix panel mounting components. Closing by eight screws.
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TEKNET T TEK-BERRY

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesBlack / Dark Grey White / Light Grey

L W H L W
RAL 9004 / RAL 7012 RAL 9002 / RAL 9018
TNT22.29 TNT22.30 208,0 117,0 30,3 ABS + TPU 196 102 / 80 4 - -

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesItem colour

L W H L W
Part No. -

TEK-BERRY.40 WHITE 100,6 73,5 26,5 ABS 85 56 - - -
TEK-BERRY.9 BLACK 100,6 73,5 26,5 ABS 85 56 - - -
TEK-BERRY.0 TRANSPARENT 100,6 73,5 26,5 ABS 85 56 - - -

DESIGN
New models from TEKNET series featuring a “T-shape”. ABS hand-held enclosures with elastomer grips (TPU) on the sides. Matt surface
finishing. The recessed area on the cover is suitable to accept a keypad membrane. Internal pillars on top and bottom to fix PCB. Closing by four screws.

Inspired by Automotive, using the most developped technology and the utlimate tech-materials, TEKO introduces CARBONTEK, the first 
composite standard enclosures. Unique styled hand-held case that combines advanced technical solutions and innovative engineering 
concepts. The use of Carbon Fiber guarantees lightness and mechanical strenght coupled with an excellent RF shielding. This case 
is equipped with eight Ergal screws (Al 7075) to maintain the primacy of lightness. Equipped with sealing kit to reach a high IP rate.

DESIGN
The first professional case specific for housing the Raspberry Pi™. The distinctive design made in Italy reveals a detailed 
analysis of the characteristics that the case must have to match the potential of this innovative device.  The result is a perfect 
assembly of the board and of all the connections. Easy snap-on closing of top and bottom. Brigth LED light-guide on the cover 
shows any time the status of the device operation. The outer edge protects the connections with all the linked peripherals. 
Four feet, together with aeration slots in the central area, allow proper air circulation and the optimal internal ventilation.

T E K O  W O R L D  P R E M I E R E

CARBONTEK

TEKO ® Copyright 2012-News 11-12
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TEKNET T TEK-BERRY

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesBlack / Dark Grey White / Light Grey

L W H L W
RAL 9004 / RAL 7012 RAL 9002 / RAL 9018
TNT22.29 TNT22.30 208,0 117,0 30,3 ABS + TPU 196 102 / 80 4 - -

Part-No Ext. Dimensions
Material

Max PCB Size
AccessoriesItem colour

L W H L W
Part No. -

TEK-BERRY.40 WHITE 100,6 73,5 26,5 ABS 85 56 - - -
TEK-BERRY.9 BLACK 100,6 73,5 26,5 ABS 85 56 - - -
TEK-BERRY.0 TRANSPARENT 100,6 73,5 26,5 ABS 85 56 - - -

DESIGN
New models from TEKNET series featuring a “T-shape”. ABS hand-held enclosures with elastomer grips (TPU) on the sides. Matt surface
finishing. The recessed area on the cover is suitable to accept a keypad membrane. Internal pillars on top and bottom to fix PCB. Closing by four screws.

Inspired by Automotive, using the most developped technology and the utlimate tech-materials, TEKO introduces CARBONTEK, the first 
composite standard enclosures. Unique styled hand-held case that combines advanced technical solutions and innovative engineering 
concepts. The use of Carbon Fiber guarantees lightness and mechanical strenght coupled with an excellent RF shielding. This case 
is equipped with eight Ergal screws (Al 7075) to maintain the primacy of lightness. Equipped with sealing kit to reach a high IP rate.

DESIGN
The first professional case specific for housing the Raspberry Pi™. The distinctive design made in Italy reveals a detailed 
analysis of the characteristics that the case must have to match the potential of this innovative device.  The result is a perfect 
assembly of the board and of all the connections. Easy snap-on closing of top and bottom. Brigth LED light-guide on the cover 
shows any time the status of the device operation. The outer edge protects the connections with all the linked peripherals. 
Four feet, together with aeration slots in the central area, allow proper air circulation and the optimal internal ventilation.
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